
Delaware Electric Cooperative
Generator Interconnection Application - Short Form

(For Use with Generators less than 100 kW DC)

An applicant (Generator Owner) makes application to Delaware Electric Cooperative to install and operate a

generating facility less than 100 kW DC and interconnected with the Delaware Electric Cooperative utility system.

l--l Leased

l-_.l tnttiat

tr
E

Is the following system:

Type of Application:

or

or

Member Owned

Addition/Upgrade

\
city: kt\f krQSr--lA srate: zipcou., 199.51

Name:

Mailing Address:

Ernail Address:

Facility Location (ifdifferent from above):

Telephone:Area CodeS-9 NumuerQ!\]- [ft}, (Evening) Area Code Nurnber

Delaware Electric Cooperative Account No.:

Section 2. Equipment Contractor

Name: C fr\C 1\o(

Rate Code:

Mailing Address

citv,6ehtt)6gnnftn+t-,, €'fren srur.,)f zipcode: iqg.]l
u.fi%hht @ Cfn an\ql., cr-Netephone (Dayti'e): Area code 3Da Numberrkx)-.qall5

I

If different from the existing service, what size service will the generation facility require?

f l zooa l--l +ooe |-l oooa l--l soon

lf this is a new account for a Solar System, what Voltage/Phase will be required'/

Frzorz+ov-rer l-lrzorzosv-rpn l-lrzolzosv-:ph Vzttt+sovsen

Section 4. Application Fee

This application fee is applicable for all new PV applications received on or after May 20,2016. The cost will be
$50.00 per application (new ar.rd/or rlpgrade) for systems 25 kW DC or less, Fol systems over 25 kW DC the fee will
be $50.00 plus $1.00 kW DC over 25 kW DC. All interconnection applications submitted to DEC shall be
accompanied with the appropriate fee n.rade out to Delaware Electric Cooperative and are non-refundable. No
applications will be considered without the fee.
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Delaware Electric Cooperative
Generator Interconnection Application - Short Form

(For Use with Generators less than 100 kW DC)

Section 5. Generator Tvpe

Is Generator powered from a Renewable Energy Source: F V"t

Type of Energy Source (if applicable): [X Sotu, I--l wina l_-l oth.t

Other generator energy source: l--l Diesel [--l Natural Gas [--l Fuel Oil Other:

Will excess power be exported to Delaware Electric Cooperative? l-]y., No X

(Typical) Maximum Export; KW DC/AC

2 Yr, Avg. Annual Usage (kWh): Forecast Annualf.wf'" 3-J . BR V-U.i

(Note: The Annual Forecast MUST be completed using 4.5 peak sun light hours per days)

Section 5. Generator Technical Information

Please fi11 out the Initial Rating information if there is currently no generating facility on-site. If adding a generating

facility to an existing facility, filI out the Initial Rating Information, the Added Rating Information and the Total

Rating Information

Generator(orsolarcollector)Manufacturer,ModelName&Number:
(A copy of Generator Nameplate and Manufacturer's Specification Sheet may be substituted)

Inverter Manufacturer, Model Name & Number (if used):

(A copy of Inverter Nameplate and Manufacturer's Specifica
3)

Initial Ratine:
DC System Design Capacity:"1Q,.,flp- (kW) (kVA)

Inverter Capacity: 10 (Maximum AC k
r - 

-
AC System Design-Capacity: 3D tt w) (kVA)

Added Ratine:

DC System Design Capacity: 

- 

(kW) (kVA)

Inverter Capacity: (Maximum AC kW)

AC System Design Capacity:- (kW) (kVA)

$w) q t.( (kvA)

Inverter Capacity: (Maximum AC kW)

AC System Design Capacity: (kW) l)b (kVA)

No l--l



Delaware Electric Cooperative
Generator Interconnection Application - Short Form

(For Use with Generators less than 100 kW DC)

Generator Disconnect Switch :

A lockable disconnect device shall be installed within 3 feet of the DEC meter and accessible at all times bv DEC
personnel, by and at the cost ofthe owner.

Section 6. Generator/Equipment Certification

Generating systems that utilize invertel technology must be compliant wtth IEEE 929 and Underwriters Lab. UL
1741. Generating systerns tlrat use a rotating machine rnust be compliant witlr Delaware Electric Co-op's
Technical Requirentents For Perallel Operation oJ'Mentber Owned Generation document. By signing below,
the Applicant certifies that the installed generating equipment meets the appropriate preceding
requirement(s) and can supply documentation that confirms compliance.

Name (print); Date:

Signecl (Applicant):

Section 7. Aggregated Meter Information (If Applicable)

(We don't apply
the credit; however, DEC may elect to make payrnent to the account serving the Generating System) Additionally, the following
accounts must be active accounts and will be used to determine the total 2-year Annual Average kWh to ensure the new system is
in compliance with DEC tariff.

| - DEC Mernbe'Nurrr. Rate Code: \ E \

DEC Account No.,lCH3RCO3 Capacity (DEC): 2 Yr Annual Averase kWh:

2 - DEC Mcnrbel Narne Rate Code: 4q \

DUC AccoLrnt No.: ICB\LObOA Capacity (DEC) 2 Yr AnnLral Average kWh:

3 - DEC Member Narne nhH 4 t \f.G YrNcfgan Rate code; FrFrq

DEC Accotrnt N"., t{tll 3q()5 Capacity (DEC): 2 Yr Annual Average kWh:

4 - DEC Member Name Rate Code:

DEC Account No.: Capacity (DEC): 2 Yr Annual Average kWh:

Anv addilional mctcrs associaled with Lhis aggreqaled syslctll tllLtsl be suttplied on a seporate sheet in the sante format
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